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LEAF COLLECTION TIME…AN IMPORTANT REMINDER
These two fatalities that could have been prevented by following the simple rules outlined in this bulletin. 

A municipal road worker was killed when he was run over by the rear wheels of a leaf vacuuming truck. The victim was working beside the truck using a vacuum hose to suck up the leaves that were placed at curbside at a municipal residence. The driver felt a “bump.” After stopping the truck, the driver discovered that the victim had been run over by the rear wheels. 

In another fatality, the victim was riding on the yoke of the portable leaf vacuum as the driver was turning onto a side street. The vacuum hose swung loose, hitting several parked cars. The tow driver felt a “thump” and brought the vehicle to a stop. After stopping the truck, the driver found the victim who had been run over by the rear wheels of the vacuum. It is believed that the victim was attempting to retrieve and secure the swinging vacuum hose, lost his footing and fell from the yoke.  Diamond plate had been welded onto the yoke of the trailer to provide better footing for an individual to ride on. 

A few tips:

· Employers should perform a job hazard analysis on all leaf vac and collection equipment.  
· Thoroughly train all new employees prior to allowing them to operate any piece of equipment. 
· Follow all manufacturer’s recommendations for the safe operation of leaf vacuuming equipment. Such as:
· Never allow workers to ride on the yoke.
· Maintain visual contact between the driver and workers on foot when working close to the vehicle and when backing

· Check both side mirrors repeatedly when backing

· Use a reliable spotter positioned to see both the driver and any blind spots behind the vehicle when backing

· Use standard hand signals when backing

· Stop the truck if the spotter must change positions

· Immediately stop the maneuver if visual contact with the spotter is lost

· Remain clear of the rear of the vehicle when the backup lights are on or the alarm is sounding
· Provide employees with and ensure the use of all personal protective equipment recommended by the manufacturer. 
· Follow the warning labels – Do not remove them.  If necessary, contact the manufacturer to obtain replacement labels. 
· Make no modifications to any equipment, unless authorized by the manufacturer. 
· Due to the extended time frames over which many communities perform leaf collection, reinforce safety training at regular intervals. 
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It is suggested that Safety Director’s Bulletins are posted on your safety announcement boards.  This bulletin is intended for general information purposes only.  It should not be construed as legal advice or legal opinion regarding any specific or factual situation.  Always follow your organization’s policies and procedures as presented to you by your manager or supervisor.  For further information regarding the content of this bulletin, please contact Conner Strong Risk Control Services at 877.861.3220.

Conner Strong Risk Control


